
Cathcart Boulevard – Bike Lane Retrofit Concept 
Narrow lanes to 3.5m, repaint with bike lanes and parking on one side 

Bike Lane 
2.0 m 

Travel Lane 
3.5 m 

Bike Lane 
1.8 m 

Travel Lane 
3.5 m 

Included in Parking 
Gutter =  0.45 m 

Existing Roadway 13.3 m  
(12.4m pavement, wide gutter 0.45m) 

Sidewalk 
1.5 m 

Sidewalk 
1.5m 

Optional: 
Buffer 0.5 m 
Bike Lane 1.6m 

Parking 
2.5 m 

Included bike lane 
Gutter =  0.45 m 

Sarnia Transportation Master Plan 
Active Transportation Strategy 

Appendix D 
Conceptual Cross-Sections 



Bike Lane 
1.6 m 

Travel Lane 
3.25 m 

Bike Lane 
1.6 m 

Travel Lane 
3.25 m 

Included in bike lane 
Gutter =  0.45 m 

C&G 
0.5 m 

Existing Roadway 13.2 m  
(12.3m pavement, wide gutter 0.45m) 

Sidewalk 
1.5 m 

Sidewalk 
1.5m Median Turn Lane 

3.5 m 

Included bike lane 
Gutter =  0.45 m 

Colbourne Road– Road Diet Concept 
Reduce from 4 lanes to 3 lanes, repaint with bike lanes and median turn lane 

Sarnia Transportation Master Plan 
Active Transportation Strategy 

Appendix D 
Conceptual Cross-Sections 



Brock Street –  Bike Lanes Concept 
Reduce lane widths in 3 lanes, repaint with bike lane at right side 

Travel Lane 
3.3m-3.4m 

Bike Lane 
1.8 m 

Travel Lane 
3.3m-3.4 m 

Included in bike lane 
Gutter =  0.45 m 

Existing Roadway 11.8 m  
(10.1m pavement, wide gutter 0.45m) 

Sidewalk 
1.5 m 

Sidewalk 
1.5m 

Included bike lane 
Gutter =  0.45 m 

Sarnia Transportation Master Plan 
Active Transportation Strategy 

Appendix D 
Conceptual Cross-Sections 

Travel Lane 
3.3m-3.4 m 



Vidal Street–  Bike Lanes Concept 
Reduce from 3 to 2 lanes, repaint with buffered bike lane at right side 

Travel Lane 
3.5m-3.6m 

Bike Lane 
2.0m-2.2m 

Wide Travel Lane 
3.5m-3.6m 

Included in bike lane 
Gutter =  0.45 m 

Existing Roadway 10.4m to 10.8m 
(9.5m to 9.9m pavement, wide gutter 0.45m) 

Sidewalk 
1.5 m 

Sidewalk 
1.5m 

Included bike lane 
Gutter =  0.45 m 

Sarnia Transportation Master Plan 
Active Transportation Strategy 

Appendix D 
Conceptual Cross-Sections 

Buffer 
1.5m 

Travel Lane 
3.3m-3.4m 

Bike Lane 
1.5m 

Travel Lane 
3.3m-3.4m 

Existing Roadway 8.2 
(7.8m pavement, wide gutter on east side only 0.4m) 

Sidewalk 
1.5 m 

Sidewalk 
1.5m 

Included bike lane 
Gutter =  0.45 m 

Reduce lane width of 2 lanes, repaint with bike lane at right side 
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